


Loctite®, the leading 

brand in adhesives 

has created a new complete 

line of repair adhesives for 

the MRO user.  This new line 

incorporates some of the 

latest technologies previously 

only available to OEM design 

engineers.  Through our close 

interaction with maintenance 

professionals across many 

industries, we’ve designed 

packages that are appropriate 

for your needs.  With the 

Loctite® brand on these 

products you can be confident 

in their performance.

Loctite® Maintenance Solutions for Structural Bonding Properties Chart 	

Loctite® Maintenance Solutions for Structural Bonding Characteristics Chart	

Loctite® Product ITEM 
NUMBER

Package 
type / size features color Viscosity shear 

strength (psi)
Working 
time (min)

fixture time 
(min) Full cure (hrs) Max 

temperature
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30-Second 
Bonder

1161020 25 ml kit Ultra-fast, no mixing Amber Gel 3,100 Unlimited 0.33 0.5 350ºF (177ºC)

5-Minute Bonder 1232046 
1232047 
1231566 
1231136

3 - 7 g burst packets 
25 ml syringe 
50 ml cartridge 
90 ml kit

Bonds virtually 
everything, moisture 
resistant, gap filling

Clear Gel 3,380 5 10 24 250ºF (121ºC)

Fast Cure 
Mixer Cups

21425 
21426 
39088

10 – 0.12 fl. oz. cups 
10 – 1 oz. cups 
4 – 0.12 fl. oz. cups

Pre-measured single 
use package

Grey Thick
Liquid

2,000 5 10 12 180ºF (82ºC)
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Ultra-tough 
bonder

1232050 
1232282 
1231836

3 – 7 g burst packs 
50 ml cartridge
90 ml kit

Shock, impact, peel, 
& vibration resistant

Purple Gel 5,090 30 165 24 250ºF (121ºC)

hi-temp bonder 1232275 
1232276 
1232274

3 – 7 g burst packs 
50 ml cartridge
90 ml kit

Withstands high 
service temperatures

Off-
White

Paste 4,030 40 165 72 400ºF (204ºC)

chemical-
resistant 
bonder

1232271 
1232277 
1231567

3 – 7 g burst packs 
50 ml cartridge
90 ml kit

Withstands most 
chemical exposure

Black Liquid 2,160 50 285 24 250ºF (121ºC)
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plastic bonder 1232049 
1232048

25 ml syringe 
50 ml cartridge

Bonds most plastics Off-
White

Gel 2,080* 15 25 24 180ºF (82ºC)

metal bonder 1232283 
1232609

25 ml syringe 
50 ml cartridge

Bonds most metals Off-
White

Gel 4,150 5 15 24 180ºF (82ºC)

Powergrab® 

industrial
1210760 
1210759

300 ml cartridge 
825 ml cartridge

General purpose 
construction adhesive

Off-
White

Paste — 15 20 24 120ºF (49ºC)

Loctite® Product gap 
filling

fast set 
time

metal 
bonding

plastic 
bonding

wood 
bonding

water 
resistant

shock & 
impact 

resistant

ferrous 
metal 
repair

apply to 
vertical 
surfaces

sandable 
finish

paintable 
finish

chemical 
resistant

high service 
temperatures

fa
st

 s
et

ti
ng 30-Second Bonder ● ● ◎ ● ● ● ◎ ●

5-Minute Bonder ● ● ◎ ◎ ◎ ● ◎ ◎ ● ● ○ ◎

Fast Cure 
Mixer Cups ◎ ● ◎ ◎ ◎ ● ● ○ ○

Hi
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ce Ultra-tough 
bonder ● ● ◎ ○ ○ ● ○ ◎ ● ● ◎ ◎

hi-temp bonder ● ● ○ ○ ● ○ ● ◎ ◎ ◎ ●

chemical-
resistant bonder ○ ◎ ○ ○ ● ○ ◎ ◎ ● ◎
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plastic bonder ● ◎ ◎ ● ◎ ● ◎ ○ ○ ◎ ○

metal bonder ● ◎ ● ● ◎ ● ◎ ◎ ○ ○ ◎ ○

powergrab® 

industrial ◎ ● ● ○ ○ ● ●

* 	 Block shear strength on PVC, all others lap shear strength on steel

Gear Up
FOR ANY

Terrain
Fast Setting 
Loctite® 30-Second Bonder  	
Single-component, 
toughened, activator-cure 
acrylic. No mixing, no 
measuring, no mess, and minimal 
clamping. Sets in 20 seconds and 
develops full strength in 30 minutes 
for quicker return to service. Ideal for 
bonding close-fitting parts. Amber.

Loctite® 5-Minute Bonder	
Clear, two-component, 
5-minute epoxy in a 
convenient 1:1 mix ratio. 
Bonds virtually any material. 
It will also fill or seal cracks and rebuild 
worn surfaces. Sets in 5 minutes 
allowing quick return to service. 
Excellent moisture resistance and 
toughness.

Loctite® Fast Cure Mixer Cups
Pre-measured epoxy mixer cups are 
ideally suited for applications requiring 
only a small amount of epoxy. Fills 
porosity and cracks. Adheres to metal, 
glass, wood, and hard plastics. Sets in 
5 minutes. Grey.

Wood Bonding
Loctite® PowerGrab®  
Industrial Construction 
Adhesive 
Single-component, off-white, 
heavy duty, high strength, construction 
grade adhesive for interior and exterior 
repairs or building projects.

High Performance
Loctite® Ultra-Tough Bonder
Two-component epoxy 
contains Kevlar™ to provide 
exceptional shock, vibration, 
impact, and peel resistance for the 
most demanding structural bonding 
applications. 

Loctite® High-Temp Bonder
An off-white, two-
component epoxy paste 
combines high strength 
at room temperature 
with exceptional high temperature 
performance. Ideal for use in high 
temperature environments up to 400. 

Loctite® Chemical 
Resistant  Bonder	
Black, flowable, two-
component epoxy exhibits 
exceptional resistance to 
most chemicals, including acetone, MEK, 
methanol, IPA, diethyl ether, furfural, 
toluene, glycol, hexane and many others. 

Plastic Bonding
Loctite® Plastic Bonder
Off-white, two-component 
acrylic bonds well to most 
plastics, including PVC, 
polycarbonate, ABS, and FRP. Requires 
no surface preparation. Excellent gap 
filling for use on larger parts. Sets in 25 
minutes.

Metal Bonding
Loctite® Metal Bonder
Off-white, two-component 
acrylic bonds well to most 
metals including steel, 
aluminum, stainless steel, and 
galvanized steel. Excellent gap filling for 
use on larger parts. Sets in 15 minutes.

◎	Good Choice	  ● Preferred Choice	 ○ Acceptable Choice




